
 MODEL 203/N 

 MODEL 204/N 
 Manual  Perforating 
 Machines with 
 Interchangeable Plates 

 The  models  203/N  and  204/N  are  manual  perforating  machines  used  to 
 mark documents, samples, labels, films or plastic cards effortlessly. 
 These  machines  can  perforate  numbers,  letters  or  a  combination  of  the 
 two. 

 The  machines  come  with  interchangeable  metal  plates  that  can  be  easily 
 inserted into the front side; the plates are available as a digit or letter kit. 

 Each  kit  includes  the  necessary  number  of  plates  to  allow  the  user  to 
 perforate  any  text  needed:  the  203/N  can  perforate  a  maximum  of  8 
 characters, while the 204/N can perforate up to 16 characters. 

 The  number  of  sheets  to  be  perforated  in  one  run  depends  on  paper 
 substance and the number of characters. 

 Both  models  are  equipped  with  two  mobile  adjustable  guides  (side  and 
 rear)  to  facilitate  precise  positioning  of  the  perforation.  The  user  places 
 the  document  in  the  desired  position,  lowers  the  lever  and  the  document 
 will have a permanent and authenticated impression. 

 A  safety  key  can  be  installed  on  both  models  to  prevent  unauthorized 
 use of the machine. 

 The  two  models  differ  in  size  and  features,  details  of  which  will  be 
 provided below. 

 MODEL  203/N 

 This machine can perforate up to 15 paper sheets simultaneously. 
 The  amount  of  sheets  that  can  be  dealt  with  in  one  single  run  depends 
 on paper substance and on the number of characters. 
 This model can hold 6 or 8 plates. 

 MODEL  204/N 

 This machine can emboss up to 25 paper sheets simultaneously. 
 The  amount  of  sheets  that  can  be  dealt  with  in  one  single  run  depends 
 on paper substance and on the number of characters. 
 This model can hold 6, 8, 10, 12, 14 or 16 plates. 



 Technical data  203/N  204/N 

 Perforating capacity  : 15 sheets                 25 sheets 

 Insertion depth                       : mm. 80                     mm. 110 

 Maximum perforation length  : mm. 56  mm. 112 

 Number of characters  : 6-8  6-8-10-12-14-16 

 Machine dimension LxWxH   : cm. 13x30x29           cm. 18x40x42 

 Net weight  : kg. 6                         kg. 12 

 Style 

 Character  Height: mm. 7 


